The CASTLE 110

Owner’s Manual
Castle Inc., Petaluma California

1 Machine Safety
The Castle 110 was designed with operator safety as a priority. All Castle
machines are carefully assembled and individually tested before shipment from
our California factory. Upon receipt of the machine, inspect for shipping damage
or missing parts. Report any damage IMMEDIATELY to the shipping company
and to Castle, Inc. DO NOT attempt to operate the machine if you observe any
physical damage. Contact Castle, Inc. at 800.282.8338 for instructions.

Safety Rules:
1. Read all safety warnings and instructions. Failure to follow all instructions listed
below may result in electric shock, fire and/or serious injury.

2. Familiarize yourself with the clamping action, routing and drilling functions
before plugging the machine into electrical power supply. Push the pocket cutting
lever to its stop several times and observe the router bit travel above the work
deck. Note that a properly-adjusted bit will retract completely below the work
surface when the lever is released.

3. Do not attempt to perform maintenance or operate this machine until you have
read and understand the information contained in this manual.

4. Do not plug the Castle 110 in until ready to operate.
5. Always verify that the router bit is securely tightened and the height properly
adjusted. The bit is adjusted and tested at the factory for 5/8” and thicker stock.
To adjust for thinner stock dimensions, see section 9.1.

6. Always be sure to securely clamp stock before routing or drilling any material.
7. NEVER PUT YOUR HAND UNDER THE CLAMP OR IN THE PATH OF THE ROUTER
BIT. Serious injury can result!

8. Always wear eye and hearing protection when the machine is in operation.
9. Never drink alcohol or take medications that may cause drowsiness when you will
be operating the machine.

10. Router bits are extremely sharp and if handled improperly may result in personal
injury.

11. Never allow the machine to get wet or be used in a wet environment.
12. To prevent personal injury, ALWAYS remove the plug from the power source
before removing, installing or adjusting router bits.

13. This instruction manual should be kept available for immediate reference so that
all operations can be performed with maximum safety and efficiency.
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Note: Do not attempt to perform maintenance or operate this machine until you have read and
understand the information contained in this manual.
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2 Introduction

Castle invented the low-angle Professional Pocket in 1985 to meet the needs of
cabinetmakers and woodworkers who require a fast, strong joint in wood, plywood, and
other structural materials for cabinet making, furniture construction, and other
carpentry tasks. With this system, the screws are driven into the side grain of the
wood, creating a strong joint that is not prone to splitting and holds firmly for the life of
the structure. The exclusive 3-degree screw angle minimizes the problem of
component shifting (misalignment caused by tightening the screw) that is commonly
associated with pocket joinery. With the Castle 110, it is now possible to create the
same fully machined Castle Professional Pocket used by cabinetmakers in your own
workshop or on the jobsite.

Pilot Hole: The pilot hole is drilled from the edge of the stock creating a clean, chipfree hole for the pocket screw which eliminates end-grain pop-out (common on drilled
pockets) that can interfere with a tight joint.
Low 3° Angle: The exclusive Castle 3-degree angle virtually eliminates forces
that can result in shifted or misaligned joints. Note: the 3-degree system
requires cheese head torx screws for proper assembly.
Web: The web easily adjusts to suit a variety of screw lengths.
Pocket: The routed pocket leaves a clean recess which requires no additional
sanding or finishing before the components are assembled.
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Below are samples of applications for Castle screw pockets.

WARNING Read all safety warnings and instructions. Failure to follow all
instructions in this manual may result in electric shock, fire and/or serious injury.
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3 The Castle 3 Degree System
The Castle 110 has been designed to produce pockets joints with a 3-degree angle
that virtually eliminates shifting and misalignment while assembling your work. The
Castle 3-degree system requires the use of “Cheese” head pocket holes screws with
a Torx drive head. Note: Square drive or washer head pocket screws are not
compatible with the Castle 3-degree system as the Torx drive is necessary to
maintain proper alignment when the screws are installed.
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4 Packing List
Within your Castle-110 shipment, you should receive the following:

THE CASTLE-110 PORTABLE POCKET MACHINE PACKING LIST
Part #

Part Description

Qty

A00110 The Castle-110

1

S90110 The Castle-110 Operator Manual with Warranty Activation Card

1

B06964 5/32” Drill Bit, 6”

1

B02516 5/16” Router Bit (Installed and factory adjusted for 3/4" stock)

1

B00620 T20 Torx Driver Bit, 6” Round Shaft

1

K11000 Collet Wrenches

1

C11010 Bit Set-up Block

1

C11001 Overlay Plate for pocketing thinner materials

1
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Optional accessories for the Castle 110:

THE CASTLE-110 Optional Accessories
Part #

Part Description

Qty

C11060 Work Stop Set, includes stop bar, left and right work stops

1

B02517 Roughing Cutter for cutting in hardwoods

1
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5 Instructions for Use
1. With the clamp lever in the material loading
position, place stock to be pocketed on the
work deck under the clamping plate and
squarely against the rear fence. (Figure 5a)

Figure 5a

2. Place the clamp lever in the stock thickness
adjustment position. The half-moon cutout on the
clamp lever will align with the top of the 110 as
shown in figure 5b.
Figure 5b

3. Turn the stock thickness adjustment knob
clockwise until the clamping plate firmly
touches the workpiece. (Figure 5c)

Figure 5c
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4. Push the clamp lever all the way down to
secure the workpiece (Figure 5d) and confirm
that it is held securely by manually pulling on
it. If the workpiece is loose, adjust the stock
thickness adjustment knob as needed until a
firm grip is achieved as described in step 3.
Figure 5d

5. With the workpiece firmly clamped in place, push the
power switch on the motor to the ON position. One side of
the switch is marked “I” for “ON” and the other side of
switch is marked “O” for “OFF”.

6. To cut the pocket, push the pocket cutting
lever down smoothly until it hits the stop.
When the cut is complete, release the
lever and the bit will return to the starting
position below the work deck. When
routing in wood, the best finishes will
result if the depth of cut and feed rate are
regulated to keep the motor operating at
high speed. Feed the bit at a moderate
rate. Soft stock generally requires a faster
feed rate than harder materials.
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Note: Feed the cutter at a steady rate. Cutting too fast can cause
overheating, leave burn marks in the pocket, and wear the
cutting edges prematurely. Too fast of a feed rate may also
produce excess vibration and a rough pocket. A dull cutter
will not cut freely and can also leave burn marks and when a
cutter will no longer produce a smooth, clean pocket it
should be replaced.

7. To drill the screw pilot hole, place the 5/32-inch bit (provided) into the drill guide
and drill steadily until you feel the bit break through into the routed pocket. The
pocket is now complete and ready for assembly.

Caution: Always wear safety goggles and hearing protection when
operating power tools.
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6 Position the Pockets
The number of pockets used in a joint is determined by the stock width and the
function of the components being assembled. For example, it is possible to fasten a
narrow rail in a cabinet face frame with a single pocket and glued joint on either end
to minimize the risk of splitting. You may wish to fasten wider rails with two pockets.
Wide panels generally require pockets spaced about 6 to 8 inches apart on center,
with the first and last pocket spaced about 2 to 3 inches from the edges of the panel.
In your design layout, note all pocket locations to ensure that there is no interference
and then mark the locations on the individual components to ensure accurate
positioning. Note that precise pocket spacing is not critical for a strong joint if these
general guidelines are followed.
Your Castle 110 provides several methods to accurately locate the pockets. The
clamping plate has a centerline and inch scale which can be used to position the
pockets freehand, or the centerline or inch scale can be aligned with pencil marks to
indicate where the pockets should be located. (Figure 6a) For example, if you wish
to locate the outside pockets 1⁄2 inch from either edge, simply align the stock with
the 1⁄2 inch mark on the plate, cut the first pocket, and repeat this operation to
position the second pocket on the other side. (Figure 6b)

Figure 6a
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Figure 6b

The other inch scale marks can be used to position pockets up to 2 inches from the
edge of your work. This scale can be used to accurately locate pockets with the 110
mounted to a workbench or when the tool is clamped directly to a wide panel. In
cases where the 110 must be mounted to the work in an inverted position, the
notched cutaway in the work deck can be used to align the pocket with reference
marks on the stock or provide a visual reference for the pocket positions. (Figure 6c).
Note that when the 110 is inverted, the pocket will be cut on the top surface of the
workpiece.

Figure 6c
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For repetitive cuts on multiple pieces, Castle offers an optional work stop assembly
which can be adjusted to position pockets where desired and allow the operator to
simply place the stock against the stops on either side for accurate and repeatable
positioning. This accessory is especially useful for production of multiple parts where
speed and repeatability are important. See section 10 in the manual.

7 Vacuum Port
When possible, Castle recommends using a dust extraction vacuum to keep the tool
free of chips and dust. The Castle 110 includes a vacuum port that is sized to fit
most modern shop vacs and universal shop vacuum hose adapters. Select the dust
extraction hose adapter that will work with your system. When operating your Castle
110 without dust extraction connected, we recommend removing any dust
accumulation inside the housing after several cuts. Excessive dust accumulation
restricts air flow and can damage to the motor. Additionally, inspect the router motor
to ensure excessive chips and dust are not obstructing the air intake vents of the
motor.

Vacuum Port
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8 Clamping to a Work Bench
The Castle 110 comes with 2 clamping ports, one on
each side of the machine. To use a clamp to secure
your Castle 110 to a work bench, simply insert the top
of the clamp in the opening provided at the base of the
main housing and tighten the clamp to your work
surface. There are also two holes in the base of the 110
to allow the tool to be fastened directly to a workbench
or other work surface with screws or bolts as needed.
(Fasteners not provided)

Additional Operating Instructions - Stationary vs. Freehand
Your Castle 110 has been designed for maximum efficiency and can be operated in
two modes: Stationary or Freehand. In the Stationary mode, the tool is clamped or
screwed firmly to a work surface and the stock is clamped in place on the work deck.
In the Freehand mode, the tool is clamped directly to the stock on heavy or
cumbersome parts such as panels, partitions, or large drawer fronts. This exclusive
freehand feature eliminates the need to vertically support heavy items for machining
pockets, as well as the tedious and time-consuming task of clamping a guide to drill
each pocket hole on larger work.
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9 Machine Adjustments

9.1

Using the Thin Stock Overlay Plate for Thinner Stock

The Castle-100 is factory adjusted for 5/8 inch and thicker stock. To machine 1/2
inch to 5/8 inch stock, an overlay plate is provided. Simply push the clear plate onto
the work deck of the Castle 110 as shown in figure 9a. Follow the instructions in
section 6 for setting the clamp pressure and cutting the pocket.

Figure 9a
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9.2

Installing and Adjusting the Router Bit

• Before making any adjustments, please sure that the machine is disconnected
from the electrical power outlet.
1. Unplug the Castle 110. Remove the vacuum cover
from the front of the Castle 110 by placing a finger
inside the vacuum port and firmly pull away from
the main housing.
.

2. Clamp the setup block with the block flush to left
side of work deck as shown in figure 9b and
place the machine on its side with the Castle
logo up.

Figure 9b
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3. Use the 13mm wrench to secure the
spindle by sliding the wrench over
the spindle flats until it is fully
engaged. (figure 9c)
Figure 9c

4. Next, while holding the spindle securely
with the 13mm wrench, use the 22mm
collet wrench to loosen the collet chuck
assembly in a counter-clockwise
direction.(figure 9d) With the collet chuck
assembly loosened, pull down on the
pocket cutting lever enough so that you
can remove and replace the router bit.
Figure 9d

CAUTION- Router bits are extremely sharp and if handled improperly may
result in personal injury.
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5. Adjust the height of the router bit until it
matches the height of the cutout in the setup
block as shown in figure 9e. (note: the router
bit will be 7/16 inch above work deck).

Figure 9e

6. Once the router bit is positioned correctly, allow
the pocket cutting lever to return to its resting
position. Use the 13mm spindle wrench and
the 22mm collet wrench to firmly tighten the
collet chuck assembly in a clockwise direction.
The single hand squeeze method for tightening
the collet is pictured in figure 9f. Do Not
overtighten.

Figure 9f

7. Finally, raise the pocket cutting lever to confirm the height of the router bit using
the setup block. Readjust if needed, repeating steps 3-7 above.

Note: To prevent damage to the tool, NEVER tighten the collet without a bit
inserted.
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9.3

Web Adjustment
The distance between the edge of the
stock and the end of the pocket is referred
to as the web. The width of the web
determines how much of the screw thread
will protrude for the pocket into the piece
to be joined and in general, a narrower
web is used shorter screws and a wider
web for longer screws. To adjust the web
closer to (narrow web), or further (wide
web) from the edge of the stock, pull out
on the web adjustment lever and move
the indicator to the appropriate setting

(1,2,3,4, or 5). Setting 5 will produce the largest web while setting 1 forms the
smallest web. Testing should include cutting a pocket and joining two pieces
together with the intended screw to confirm proper thread engagement. This is a
trial and error method until you get the pocket where it suits you best. When the web
is set correctly, the threads of the screw will protrude past the end of the work to
fully engage the part to be joined.
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9.4

Pilot Hole Height Adjustment

The Castle 110 comes with the pilot hole drill guide bushing preadjusted at the
factory and should not require readjustment. If the drill guide is no longer producing
pilot holes in the center of the pocket, please call Castle at 800-282-8338 for
information on how to adjust the drill guide properly.

10 Using the Optional Work Stops
The optional work stops for the Castle 110 allow the
user to more easily produce multiple parts by
positioning the work against the work stops instead of
aligning with the indicator marks each time. This
accessory is particularly useful for the efficient
production of multiple components with high accuracy.
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1. Insert the stop bar into the stop bar port in either side
of the Castle 110 with the notch facing down. The
stop bar will lock into place when the notch engages
the bottom of the stop bar port. (Figure 10a)

Figure 10a

2. The work stops simply slip over the stop bar and lock
into place with the stop locking knobs. Note that the
stops have a “long” side and a “short” side so they can
be positioned either way, depending on the width of
the stock. (Figure 10b)
Figure 10b

3. After setting the location of the work stops you will simply place your work
against the work stop, clamp down, and proceed with the cut.
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11 Motor, Bits, and General Information

Because the motor is enclosed, it is important that the guidelines provided in
this instruction manual are strictly observed.
• The motor is serviced by Castle and if service is required please contact the
factory.
• Use dust extraction for clearing sawdust out of your machine case and creating air
flow through the case to aid in cooling the motor.
• The pocket is made with a 5/16” router bit, #B02516 and the pilot hole is made
with a 5/32” drill bit, #B06924.
• Contact our Castle Parts Department at 800-282-8338 for information and pricing
on tooling for The Castle-110, or shop our convenient Web Store for online
ordering. http://store.castleusa.com/

General Safety Rules
WARNING Read all safety warnings and instructions. Failure to follow all
instructions listed below may result in electric shock, fire and/or serious injury. The
term “power tool” all of the warnings listed below refers to your mains-operated
(corded) power tool.

CASTLE, INC.

The Castle-110 OWNER’S MANUAL V1
Page 2 of 28 UAL V1

Page 24 of 32

SAVE THESE INSTRUCTIONS

Work Area Safety

Do not abuse the cord. Never use the

Keep work area clean and well lit. Cluttered

cord for carrying, pulling or

or dark areas invite accidents. Do not

unplugging the power tool. Keep cord

operate power tools in explosive

away from heat, oil, sharp edges or

atmospheres, such as in the presence of

moving parts. Damaged or entangled

flammable liquids, gases or dust.

cords increase the risk of electric shock.

Power tools create sparks which may ignite

When operating a power tool

the dust or fumes.

outdoors, use an extension cord

Keep children and bystanders away while
operating a power tool. Distractions can
cause you to lose control.
Electrical Safety
Power tool plugs must match the outlet.
Never modify the plug in any way. Do not
use any adapter plugs with earthed
(grounded) power tools. Unmodified plugs

suitable for outdoor use. Use of a cord
suitable for outdoor use reduces the risk
of electric shock.
Do not use AC only rated tools with a
DC power supply. While the tool may
appear to work, the electrical
components of the AC rated tool are

and matching outlets will reduce risk of

likely to fail and create a hazard to the

electric shock.

operator.

Avoid body contact with earthed or

If operating the power tool in damp

grounded surfaces such as pipes,

locations is unavoidable a Ground

radiators, ranges and refrigerators. There

Fault Circuit Interrupter (GFCI) must

is an increased risk of electric shock if your

be used to supply the power to your

body is earthed or grounded.

tool. GFCI and personal protection

Do not expose power tools to rain or

devices like electrician’s rubber gloves

wet conditions. Water entering a power tool

and footwear will further enhance your

will increase the risk of electric shock.

personal safety.
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Personal Safety

Remove any adjusting key or wrench

Stay alert, watch what you are doing

before turning the power tool on. A

and use common sense when

wrench or a key left attached to a

operating a power tool. Do not use a

rotating part of the power tool may result

power tool while you are tired or

in personal injury.

under the influence of drugs, alcohol

Do not overreach. Keep proper

or medication. A moment of inattention

footing and balance at all times. This

while operating power tools may result in

enables better control of the power tool

serious personal injury.

in unexpected situations.

Use safety equipment. Always wear

Dress properly. Do not wear loose

eye protection. Safety equipment such

clothing or jewelry. Keep your hair,

as dust mask, non-skid safety shoes,

clothing and gloves away from

hard hat, or hearing protection used for

moving parts. Loose clothes, jewelry

appropriate conditions will reduce

or long hair can be caught in moving

personal injuries.

parts.

Avoid accidental starting. Ensure the

If devices are provided for the

switch is in the off-position before

connection of dust extraction and

plugging in. Carrying power tools with

collection facilities, ensure these are

your finger on the switch or plugging in

connected and properly used. Use of

power tools that have the switch on

these devices can reduce dust-related

invites accidents.

hazards.
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Keep handles dry, clean and free from

Maintain power tools. Check for

oil and grease. Slippery hands cannot

misalignment or binding of moving

safely control the power tool.

parts, breakage of parts and any other

Power Tool Use and Care
Do not force the power tool. Use the
correct power tool for your application.
The correct power tool will do the job
better and safer at the rate for which it

Do not use the power tool if the switch
does not turn it on and off. Any power
tool that cannot be controlled with the
switch is dangerous and must be

power tool repaired before use. Many
accidents are caused by poorly
maintained power tools.

Properly maintained cutting tools with
sharp cutting edges are less likely to bind
and are easier to control.
Use the power tool, accessories and
tool bits etc., in accordance with these

repaired.
Disconnect the plug from the power
source from the power tool before
making any adjustments, changing
accessories, or storing power tools.
Such preventive safety measures reduce
the risk of starting the power tool

instructions and in the manner
intended for the particular type of
power tool, taking into account the
working conditions and the work to be
performed. Use of the power tool for
operations different from those intended
could result in a hazardous situation.

accidentally.
Store idle power tools out of the reach
of children and do not allow persons
unfamiliar with the power tool or these
instructions to operate the power tool.
Power tools are dangerous in the hands

CASTLE, INC.

tools operation. If damaged, have the

Keep cutting tools sharp and clean.

was designed.

of untrained users.

condition that may affect the power

Use the integral clamp to secure and
support the workpiece. Holding the
work by hand or against your body is
unstable and may lead to loss of control.
Always make sure the work piece is
free from nails and other foreign
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objects. Cutting into a nail can cause the
bit and the tool to jump and damage the
bit.

• and cement and other masonry
products, and
• Arsenic and chromium from

Never hold the workpiece in one
hand and the tool in the other hand
when in use.

chemically-treated lumber.
Your risk from these exposures varies,
depending on how often you do this type

Never place hands near or below

of work. To reduce your exposure to

cutting surface.

these chemicals: work in a well-ventilated

Always wear safety goggles and dust

area, and work with approved safety

mask. Use only in well ventilated

equipment, such as those dust masks

area.

that are specially designed to filter out

Never touch the bit during or

microscopic particles.

immediately after the use. After use

Using personal safety devices and

the bit is too hot to be touched by bare

working in safe environment reduces risk

hands.

of injury. After changing the bits or

Never use bits that have a cutting

making any adjustments, make sure

diameter greater than the opening in

the collet nut and any other

the base.

adjustment devices are securely

WARNING Some dust created

tightened. Loose adjustment device can

by power sanding, sawing, grinding,

unexpectedly shift, causing loss of

drilling, and other construction

control, loose rotating components will be

activities contains chemicals known

violently thrown. Never start the tool

to cause cancer, birth defects or

when the bit is engaged in the stock.

other reproductive harm. Some

The bit cutting edge may grab the stock

examples of these chemicals are:

causing loss of control of the cutter. The

• Lead from lead-based paints,

direction of feeding the bit into the stock

• Crystalline silica from bricks

is very important and it relates to the
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direction of bit rotation. When viewing the

inserting pointed objects through

tool from the top, the bit rotates

openings.

clockwise.

CAUTION Certain cleaning

Never use dull or damaged bits. Sharp

agents and solvents damage to plastic

bits must be handled with care.

parts. Some of these are: gasoline,

Damaged bits can snap during use. Dull

carbon tetrachloride, chlorinated cleaning

bits require more force to push the tool,

solvents, ammonia and household

possibly causing the bit to break.

detergents that contain ammonia.

ROUTER MAINTENANCE
WARNING Preventive maintenance
performed by unauthorized personnel
may result in misplacing of internal wires
and components which could cause
serious hazard. We recommend that all
tool service be performed by Castle, Inc.
CLEANING
WARNING To avoid accidents always
disconnect the tool from the power
supply before cleaning or performing
any maintenance. The tool may be
cleaned most effectively with compressed
dry air. Always wear safety goggles
when cleaning tools with compressed
air.
Ventilation openings and switch levers
must be kept clean and free of foreign
matter. Do not attempt to clean by
CASTLE, INC.
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12 Warranty Information

Castle, Inc. uses only the highest quality stocks available for the construction of our
machines. The Castle 110 is warranted for one (1) full year from the date of purchase
against workmanship or stock defects under normal use and service. Castle, Inc. is
not responsible for failures or injuries due to negligence, misuse, alteration,
unauthorized service, or accidents.
Owners of new machines are obligated to contact Castle before contracting for or
attempting warranty repairs or service.
If Castle technicians determine that reasonably simple adjustments or tests are
necessary in delivering remedy to a failed machine, owners of warrantied machines
are obligated to exercise due diligence while assisting in the execution of these simple
adjustments or tests.
When a problem cannot be resolved via telephone support, Castle Inc. will, at its
expense, send replacement parts and instructions to the purchaser necessary to cure
the defect. Castle will not be responsible for providing labor on repairs that are
deemed reasonable for the owner to accomplish. Castle, Inc., at its sole discretion, will
elect to either repair (by a Castle technician) or replace a machine in the case of
warranty issues that exceed reasonable owner repair expectations. Alternatively,
Castle will factory repair any machine provided the machine is returned to Castle,
shipping prepaid, within the warranty period.
Castle Inc. will not, under any circumstances, be liable for consequential,
incidental, special or exemplary damages, or for loss of time, revenue or
production. Further, Castle Inc. disclaims any warranty, expressed or implied,
as to the merchantability or fitness of a Castle product for any particular
purpose.
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30 Day Refund Policy
Any Castle machine that is un-altered and in almost new condition may be returned by
the purchaser, for any reason, within 30 days of the purchase date for a full refund.
Please contact your Castle authorized dealer for more information.
Castle warrants the router motor for one (1) year from date of purchase. We
recommend that you keep your bill of sale and 110 serial numbers. You will need this
information for verification should there be any issues covered by the machine or motor
warranty.

For Technical Assistance, Parts & Tooling contact your local Castle Dealer or
Castle Inc. at 800-282-8338 Monday through Friday, 7:30am – 3:30pm, Pacific
Time.
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